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Amendments to the Claims 

This listing of claims will replace all prior versions, and listings, of claims in the 
application. 

1-37. (canceled) 

38. (currently amended) A method for collecting body fluid from the skin, said method 
comprising: 

providing a sampling device comprising a base, a sample needle having an axis and a 
distal end, a first pressure surface distinct from said base and at least partially surrounding said 
needle in spaced relation thereto, wherein said needle and said first pressure surface are movable 
relative to one another and to said base along a path of travel generally parallel to said axis with 
said needle, and a second pressure surface at least partially surrounding said needle , the second 
pressure surface fixed relative to said needle and movable relative to said base and movabl e 
th e r e with ; said second pressure surface axially spaced from said distal end of said needle by a 
distance approximating a desired penetration of said needle into said skin; 

urging said first pressure surface against said skin with a force sufficient to define a 
pressurized zone of interstitial fluid opposing said needle; and 

biasing said first pressure surface to a position wherein said distal end of said needle is 
recessed behind said first pressure surface. 

39. (previously presented) The method of claim 38, further comprising: 

urging said needle and said second pressure surface distally of said first pressure surface 
wherein the needle penetrates the skin until said second pressure surface is caused to contact the 
skin. 

40. (previously presented) The method of claim 39, further comprising biasing the 
second pressure surface to a position wherein said first pressure surface is recessed behind said 
second pressure surface. 
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41 . (previously presented) The method of claim 39, wherein said first pressure surface 
is initially biased with about three to about four pounds per inch and said second pressure surface 
is initially biased with about one to about two pounds per inch. 

42. (previously presented) The method of claim 38, further comprising collecting 
body fluid within the skin and transporting it through the needle to a testing area. 



